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NOTE: All Sewer details plotted from information supplied by Water Corporation.
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NOTE:                      ALL FEATURES SHOWN ON
SURVEY ARE POSITIONED FROM
EXISTING PEGS/FENCES & WALLS WHICH
MAY NOT BE ON THE CORRECT ALIGNMENT.
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NOTE:                      COTTAGE & ENGINEERING SURVEYS ACCEPT NO RESPONSIBILITY FOR ANY PHYSICAL ON SITE 
CHANGES TO THE PARCEL OR PORTION OF THE PARCEL OF LAND SHOWN ON THIS SURVEY INCLUDING ANY 
ADJOINING NEIGHBOURS LEVELS AND FEATURES THAT HAVE OCCURRED AFTER THE DATE ON THIS SURVEY. (0.001m)
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Ref Nail at edge of road
assumed datum 10.00 m
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DUG TO LEVEL
9.29 ON LOT
(SAND ONLY)

VACANT

DRAINAGE
RESERVE

VACANT VACANT

Existing colorbond fencing
in good condition 1.8 high

PEG FND
NUMB

PEG FND
NUMB

PEG FND
(line only)

PEG FND
(line only)

(meas abt 32.8
between pegs)

(meas abt 32.8
between pegs)

Sewer Junction
in1.2 up1.0
inv:7.8  depth:1.3m
NOTE: UP

RETAINING 1000H RETAINING 1200H RETAINING 1500H
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